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8QRS MULTI-SIZE
PIPE-TO-MANHOLE

CONNECTOR
What It Is

 8QRS PSX: Direct Drive  provides a simple 
method for installing small diameter pipes into manholes 
or other structures.  The unique design of 8QRS allows 
it to be easily adapted to 1-1/2” to 4” (38 - 100 mm) PVC 
pipes,	either	in	the	plant	or	in	the	field.	The	reliable	PSX: 
Direct Drive power sleeve means that it adjusts to
almost any 8” hole and seals watertight.

How It Performs
8QRS PSX:Direct Drive 
meets or exceeds all re-
quirements of the following 
Specifications and/or Test 
Methods:

ASTM C 923
ASTM C 1244
ASTM C 1478
ASTM F 2510

CUT HERE TO
ACCOMMODATE
(100 mm) 4” PVC 

PIPE

ACCOMMODATES
1 1/2” TO 2”
(38 - 51 mm)
PVC PIPE

PLACE ONE OR
TWO CLAMPS HERE

FOR 4” (100 mm) PVC PIPE

CLAMP HERE FOR
1 1/2” TO 2”
(38 - 51 mm)
PVC PIPE

NITRILE
8QRS PSX: Direct Drive
is now also available in

Oil-Resistant Nitrile rubber.

Protected by one or more of the following patents: 6805359, 7146689, 7263746

CUT HERE TO
ACCOMMODATE

3” (75 mm) PVC PIPE

CLAMP HERE FOR
3” (75 mm) PVC PIPE




